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Packing List 

UPC-63A / 64A is shipped with: 
1-Vertical Spacer Module,  
2-Filler Panel (1 already installed) 
2-L-shape corner brackets 
16-#10-16 x ½ screws 

 
General 

Use this instruction to install the revised Vertical Install 
Kit, UPC-63A/64A, and to identify the difference 
between the original vertical install kit and the revised 
version. 

The Unico System UPC-63A / 64A is used in 
conjunction with any vertical installation.  The UPC-
63A / 64A is designed to work with the 
MV2430/3642/4860, Vertical Plenum Module.   

The Vertical Spacer Module replaces the need for the 
blank MH2430/3660 Heating Module Cabinet, which is 
used as a spacer between the Blower Module and the 
Cooling Module.  

If using the MC4860C, H, or W remove the vertical 
filler panel attached to the Vertical Spacer Module.  This 
must be done so the filler panel does not block off the 
airflow entering the blower module.  

The UPC-63A/64A is available by itself or as a part of 
the MV2430/3642/4860, Vertical Plenum Module, so all 
components of a vertical installation can be in one 
container. 
 

 
 

 
 

Typical Vertical Installation
with Vertical Heat Module
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Figure 1.  Vertical installation with UPC-63A/64A 

(RECOMMENDED) 
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NOTE:
The Height Dimension does not include
the stand that the units must sit. This is
field fabricated.
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Figure 2.  Vertical installation with UPC-63/64 

(NOT RECOMMENDED) 


